
DocuPrint P255 dw and M255 z 
Monochrome S-LED Printer
The smart and economical choice 
for small businesses

DocuPrint
P255 dw
M255 z



Outstanding value for money

 The DocuPrint  

P255 dw and M255 z rank among the most 

cost effective printers on the market today, 

delivering capabilities such as wireless 

workgroup sharing without the added 

infrastructure cost.

The economical twin 

pack toner helps you keep your cost per 

print to a minimum. In addition, the toner 

save mode gives you the option to use less 

toner per page.

The fixed 

drum feature of the DocuPrint P255 dw 

and M255 z means there’s only one 

consumable to replace, and that keeps your 

cost of ownership down.

Lower power bills. The printers use the 

EA-ECO toner which works with a fusing 

temperature 20°C lower than conventional 

toners. That means great energy-saving 

performance and up to 40% reduction in 

power consumption during printing.

The built-in 

duplex function can cut your paper costs in 

half by simply opting to print on both sides 

of the page.

 

Self-scanning LED technology means fewer 

moving parts which increases reliability and 

keeps your business running like clockwork.

The perfect addition to  
your office

 Ideal 

for small offices, both the DocuPrint P255 dw 

and M255 z fit neatly on a desk top without 

encroaching on space or productivity.

Award-winning S-LED 

technology and DELCIS enables crisp and 

accurate 1200 x 1200 dpi printing, ensuring 

professional, impressive results.

The printer is 

PostScript® 3™ compatible and PCL,  

so you can trust your document will print  

the way you intended.

Automatic double-

sided or booklet printing gives you the edge  

in document presentation.

The built-in  

10Base-T/100Base-TX networking and 

wireless function enables work groups to 

seamlessly connect and give everyone access 

to outstanding print quality.

 

The Centreware Internet Services (CWIS) 

function allows for easy configuration  

and access to job status of the printer on  

the network.

 

The DocuPrint P255 dw and M255 z are 

supported by Windows, Mac and  

Linux platforms for maximum flexibility in 

your workplace.

Easy on the environment
®  The DocuPrint 

P255 dw and M255 z carry the 

International Energy Star Qualification for 

energy efficient products which means they 

won’t make a big impact on your power bill.

Set your printer to 

automatic 2-sided printing and reduce the 

environmental footprint in your office. 

Not only do you 

save costs on consumables, but the fixed 

drum and smaller toner design means 

there’s less waste going to landfill sites.

EA-Eco toner uses  

25% less energy to manufacture  

and less waste is produced than 

conventional toner.

DocuPrint P255 dw

 

1200 x 1200 dpi

processor

DocuPrint M255 z

(print), 600 x 600 dpi (copy) 

and 400 x 400 dpi (fax)

385 x 355.6 x 225mm 420 x 398 x 365mm

Print

ppm30 ppm30

An ideal mix of exceptional print quality and low cost of ownership, the  
DocuPrint P255 dw and M255 z are designed with your business productivity in mind. 

The Fuji Xerox DocuPrint P255 dw and M255 z S-LED (Self-Scanning 
Light Emitting Diode) compact desktop printers combine high 
performance and efficiency, with wireless networking and duplex as 
standard. The DocuPrint P255 dw and M255 z are the right choice. 



1

Automatic Document Feeder provides fast 

scanning, copying and faxing of multi-page jobs.

2

USB memory port allows you to save scans 

directly onto a USB memory drive. 

3

Multipurpose tray handles a variety of paper and 

custom sizes including envelopes and labels. 

The 250 sheet paper tray contains plenty of 

paper for a busy work group. It handles a number 

of paper types and sizes including envelopes.

Easy access to change toner 

Front access makes changing 
toner a breeze.

DocuPrint M255 z  
Multifunction 
Desktop Printer

Discover the benefits 
of an all-in-one 
multifunction machine:

with DocuWorks 7.3 document 
management handling software 
which transforms your printer 
into a ‘digital desk’ where users 
can archive, search, edit, share 
and secure digital documents in a 
variety of formats.

scanning, turning paper 
documents into electronic files so 
you can save, share and retrieve 
information efficiently.

one cost-effective device. 

function which enables you to 

colour scanning to USB memory, 

 
simple front panel makes walkup 
functions and features accessible 
with the touch of a button.

1

2

3

Allows you to store scanned data Allows convenient and 
hassle-free printing.

*DirectFax via USB is not supported by Mac OS 10.4



Product Name            DocuPrint M255 z

Copy Function 

Copy Speed Up to 30cpm (Platen), Up to 20 cpm (ADF) 

Copy Resolution Platen: 600 x 600 dpi 
 ADF: 300 x 300 dpi (Std), 600 x 300 dpi 

First-copy-out Time 20 seconds or less 

Reduction/Enlargement 25 - 400% 

Continuous Copy 1 - 99 pages 

Copy Feature             2 in 1 Copy (ID Card Copy), 1 to 2 Sided Duplex Copy, Edge Erase, Collate

Scan Function  

Type Colour CIS Colour CIS 

Scanning Resolution 1200 x 1200 dpi (Optical) 4800 x 4800 

Colour Depth 24 bit 

Document Size Platen: 215.9 x 297mm 
 ADF: 215.9 x 355.6mm

Scan Destinations Direct Scan to USB Memory Drive 
 Scan to Application via USB (PDF/JPG/TIFF) 
 Scan to Email, Scan to Network (FTP/SMB)

Supported Driver TWAIN, WIA, WSD 

Fax Function  

Compatibility ITU-T Super G3 

Communication System PSTN, PBX 

Transmission Speed Up to 33.6 kbps 

Memory Capacity 8MB 

Fax Resolution 400 x 400 dpi (Max) 

One-Touch/Speed Dials One-Touch- Up to 8, Speed Dials Up to 99 locations 

Fax Features Fax forward to Email, DirectFax#, Secure Fax Receive 
 Remote Fax Receive, Junk Fax Filter

Consumables 

Standard yield toner cartridge (Up to 2,500 pages**) CT201918

Twin Pack (2 x Standard yield toner cartridge) CT201919 

Product Name DocuPrint P255 dw DocuPrint M255 z

Print Function 

Print Speed (A4/letter)* Up to 30ppm

Print Resolution Up to 1200 x 1200 dpi

First-page-out Time (A4 SEF, PCL) 7.0 seconds or less (ready mode)

Warm-up Time 26 seconds or less 45 seconds or less

Memory  128MB 256MB 

Processor 295MHZ 

PDL  PCL5e, PCL6, PostScript® 3™ Compatible 

Connectivity 10Base-T/100Base-TX, Hi-speed USB 2.0, IEEE802.11b/g 

WiFi Specification  

Compliant Standard IEEE802.11b/g 

Security Protocol WEP(64/128bits), WPA-PSK(TKIP, AES), WPA-2PSK(AES) 

Certifications Wifi, WPA2.0(Personal)

Wifi Protected Setup (WPS) PBC†, PIN†, WPS2.0 support

Supported Operating System Microsoft Windows XP / Server2003 (32bit/64 bit) 
 Vista(32 bit/64 bit) / Server2008 (32bit/64 bit) 
 Server2008 R2 (64bit) and Windows7  
 Mac OS X version 10.4.11/10.5.8 or later  
 10.6.X, 10.7.X(Power PC, Intel X86 Processors) 
 Red Hat Enterprise Linux 5/6 Desktop (x86)  
 SUSE Linux Enterprise Desktop 10/11 (x86)

Automatic two-sided printing Standard

Input Paper Size Main Tray: A4 SEF, B5 SEF, A5 SEF, Letter SEF, Executive SEF  
 Folio (8.5" x 13") SEF, Legal SEF, Statement SEF, Com-10 SEF   
 Monarch SEF/LEF, DL SEF/LEF, C5 SEF, Custom Paper Size:  
 Width 76.2 to 215.9mm, Length: 127 to 355.6mm 
 Maximum width: 220mm for envelope (DL LEF) 
 Multipurpose Tray: A4 SEF, B5 SEF, A5 SEF, Letter SEF  
 Executive SEF, Folio (8.5" x 13") SEF, Legal SEF, Statement SEF  
 Com-10 SEF, DL SEF, C5 SEF, Custom Paper Size:  
 Width: 76.2 to 215.9mm, Length: 210 to 355.6mm 
 Two-sided printing: A4 SEF, B5 SEF, A5 SEF, Letter SEF  
 Executive SEF, Folio SEF, Legal SEF 
 Width: 148 to 215.9mm, Length: 210 to 355.6mm

Input Paper Weight Main Tray and Multipurpose Tray: 60 to 163gsm 
 Two-sided printing: 60 to 105gsm  

Media Input Capacity Main Tray: 250 sheets 
 Multipurpose Tray: 10 sheets (plain paper)

Media Output Capacity 125 sheets face down

Media Types Plain, Recycled, Labels, Lightweight Cardstock, Envelope

Automatic Document Feeder – 50 sheets

Print Features  Toner Save Mode, Duplex, Print Cancel (from panel), N-up, Poster 
 Watermarks, Collate, Image Rotation (180degree)

Dimensions (WxDxH) 385 x 355.6 x 225mm 420 x 398 x 365mm

Weight 6.8kg 12kg

Operating Environment Temp. Standby: -20º to 40º C  
 Operating: 5º to 32º C

Humidity Operating Environment: 10% to 85%RH

Electrical Power 220–240 VAC, 50/60 Hz or   
 110–127 VAC, 50/60 Hz

Power consumption Standby: 50W, Printing: 450W Standby: 55W, Printing: 500W  
 Power save: 3.8W  Power save: 4W 
 ENERGY STAR® qualified ENERGY STAR® qualified

Acoustics:  Sound Pressure level Standby: 24.8 dB(A) Standby: 25.5 dB(A) 
 Printing: 54.4 dB(A) Printing: 54.5 dB(A)

Acoustics:  Sound Power Level Standby: 3.80 B Standby: 4.04 B 
 Printing: 6.95 B Printing: 6.87 B

TEC Assumption 1.81 k Wh/w 1.78 k Wh/w

Monthly Maximum Print Volume 20,000 impressions

Warranty Please check with your Fuji Xerox Printers Reseller  
 for more information

Specifications of DocuPrint P255 dw / M255 z

Descriptions in this material, product specifications and/or appearances are subject to change without prior notice due to 
improvements. Please note that the product colour appears differently from the actual colour as a result of properties of papers 
or printing ink. Windows is registered trademark of Microsoft Corporation. Macintosh, Mac OS and Ether Talk are trademarks 
of Apple Computer, Inc.  
Other company names or product names are registered trademarks or trademarks of each company.

WSD is a registered trademark of Microsoft Corporation. Reproduction Prohibitions Please note that reproduction of the following is prohibited by law. Domestic and overseas bank 
notes and coins, government-issued securities, national bonds and local bond certificates. Unused postage stamps and post 
cards. Certificate stamps stipulated by law. The reproduction of works for copyright purposes (literary works, musical works, 
paintings, engravings, maps, cinematographic works, photographic works, etc.) is prohibited except when they are reproduced 
personally, at home or within limited range according to the above. This product is equipped with an anti-counterfeit feature. 
This feature is not intended to prevent illegal reproduction. Be extremely careful about the management of equipment used.

For Your Safe Use

Before using the product, read the Instruction Manual carefully for proper use.  
Use the product with an appropriate adequate power source and voltage displayed.  
Be sure to establish a ground.  
In the case of a failure or short circuit, an electric shock may result.

For more information visit our web site
www.fujixeroxprinters.com

XEROX, and the sphere of connectivity design are trademarks or registered trademarks of Xerox Corporation in the U.S. and or other countries. Other trademarks are the property of their respective owners.

* Print speed may decrease due to factors such as paper type, paper size, and printing conditions.
** Declared Yield in accordance with ISO/IEC 19752. Yield will vary based on image, area coverage and print mode. Printer is shipped 

with one starter toner cartridge, average yield 1,000 pages.
† Push Button Configuration (PBC). Personal Identification Number (PIN).
# DirectFax via USB connection is not supported by Mac OS 10.4.
 
 Web Services on Devices (WSD) is available only on Windows Vista®, Windows® 7, Windows Server® 2008,  

or Windows Server® 2008 R2.
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